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REVISION RECORD
REV | ECN. DESCRIPTION | DRFT | DATE
NOTE 1
ULARYE (UL Standard)
1. BUEHRESHRR: 300V/2A
Rated voltage/Rated current :300V/2A
2. TR K. AC1600V/Min
Vithstanding Voltage :AC2000V/Min
12.00 3 REMM. .Np)\g’a
2.5%*N+1.8 Wire range:24~20AWG
IECHME (TEC Stendard)
1 BUERESHNE: 260V/2A
Rated voltage/Rated current: 250V/2A
e o RERH: 0.2~0.6mt
Wire range : 0.2~0.6m*
(@) . NOTE 2:
© N 1. FEE (Pitch) s 2. 50m
O - 2. e FARBER A, ~40°C~+106C
O Operating temperature; —40T~+105C
o 3. QUARICHE: 8.5~9, fam
] | Stripping length: 8.5~9. fmm
$ & & & @ 4 NARSEFRER
11
0.70 0.40 j SRRBARE
2.40 - = A v 5.00 Undimengioned tolerances
= 2.5*%(N—1
| M rrlv*AZ \_ Bﬂnﬂﬂh_ﬂnlmni Nominal ﬁ“ﬁ“ﬁ:‘%ﬂ in mm(_—|~|/7]
S - ) sl G2l o
~ 250 L2 & | 100|150 | 80 [ =
. +0.15|+0.20| +0.30| £0.20| £0,30 | +0.50 | £0.70 | £1.00 *1"
SR = TR )
S HOW TO ORDER
FIRST PIN //. s ME250A- 2. 50m-0000P-0 - O - OO0O0
Na | o o e ‘ _ _ _ _
| | | 8 EE BN Erus
[ ] Series NO. Pitch Poles Customer Request
Wi (Color)
1. PR 1. %Kt (Gray) 2. Bf4(Blue)
PCB LAYOUT Single Pitch 3. M2 (Black) 4. f§f (Green)
2, WRPE 6. M43 (Orange) 6. &L (Red)
Double Pitch 7. 3 (Yellow) 8. H A (White)
9, 3% 8 (Transparent)
PART NO.:
/ TG EETFREARAR
APPD: \ NINGBO MAX ELECTRONIC TECHNOLOGY CO.,LTD
. (Copper alloy) -
2 (Pin header)#Ns (Sn plated)®4® | cHkD: /
fee BE | MX250A-2.50-XXP
1 (Housing )B4t PAG6 UL94V—0 DRFT: /
& = R3[| Mxasoa-2.50 mm| 1/1
ITEM | NAME OF PART MATERIAL NOTES THIED ANGLE PROJECTION | H#8 | Mx250250001 W | 11
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